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INSTRUCTION MANUAL 
FOR SPORTING OVER / UNDER 


READ THE INSTRUCTIONS AND 
WARNINGS IN THIS MANUAL CAREFULLY 
BEFORE USING THIS FIREARM 


GUN SAFETY RULES 
Observe these rules of safe gun handling. 


1. Always keep the muzzle pointed in a safe direction. Watch the muzzle 
at all times: never point a gun, accidentally or intentionally, at any person 
or anything you do not intend to shoot. Identify the target before shooting; 
do not shoot at sounds. 


2. Always treat a gun as if it is loaded - it may be! 


3. Keep your finger off the trigger while operating the action and at all other 
times until you are ready to shoot. 


4. Keep the safety "on" or in the "safe" position at all times until you are 
ready to fire. 

Do not rely on your gun's safety, the safety on any gun is a mechanical 
device and is not intended as a substitute for common sense or safe gun 
handling. 


5. Learn how your gun functions and handles. If you do not thoroughly 
understand the proper use and care of your gun, seek the advice of someone 
who is knowledgeable. 


6. Do not alter or modify any part of the firearm. 


7. Store guns unloaded, separate from any ammunition, and out of the reach 
of children. 


8. Be sure the barrel is clear of any obstructions before loading. Make it 
a habit to check the barrel every time before loading. 


9. Be sure you have and use the proper ammunition. A 20 gauge shell will 
enter a 12 gauge chamber far enough so that a 12 gauge shell can be loaded 
behind it. Also, a 3 inch shell may fit into a 2 3/4 inch chamber,but the 
crimp at the mouthof the shell will unfold into the forcing cone. If either 
of these things occur and you fire the gun, the gun will explode, damaging 
the gun and possibly causing serious injury or death to you and those around 
you. 


10. Wear protective shooting glasses and adequate ear protection when 
shooting. 


11. Never climb or jump over anything, such as a tree, fence, or ditch, with 
aloaded gun. Open the barrel, remove the shells and hand the gun to 
someone else or place it on the ground on the other side of the obstacle 
before crossing it yourself. Do not lean a gun against a tree or other object; 
it could fall and possibly discharge. 


12. Do not shoot at a hard surface or at water - Bullet and shot can ricochet 
or bounce off and travel in unpredictable directions with great velocity. 


13. Never transport a loaded gun. DO not place a loaded gun into a vehicle. 
The gun should be unloaded and placed into a case when not in use. 


14. Never drink alcoholic beverages before or during shooting. 


INTRODUCTION TO KHAN ARMS 


For many years, Khan has been exporting quality shotguns. Combine the 
old world quality with modern technology, and you have Khan Shotguns. 


We at Khan thank you for the privilege of delivering a product to you that 
will provide you with years of pleasurable use. Happy shotgunning. 


ABOUT YOUR OVER & UNDER SHOTGUN 

Two firing mechanisms are available in these double barrel shotguns. 
Boxlocks house the firing mechanism behind a false breech and are enclosed 
in a metal frame. 


To remove or unload shot shells, our shotguns have extractors and ejectors. 
The extractor model elevates the head of a live (or spent) shell from the 
chamber so it can be removed manually. Ejectors do what you would 
imagine; they eject the fired shell from the barrel. Our ejectors are automatic 
selective ejectors which mean they eject only fired shot shells. 


Triggers come in three types; double, single, and single selective. Double 
triggers have one barrel assigned to each triggers. The single trigger fires 
the barrels ina set order. The single selective trigger works like the single 
trigger, except it has a button that allows you to select which barrel fires 
first. Khan Over & Under shotguns come with single selective triggers. 
The selection is located on the safety. Push the safety (while in the safe 
position) to the left side to fire the top barrel first and to the right to fire the 
bottom barrel first. 
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SAFETY BUTTON 


A. The safety switch (button) is located on the top tang of your firearm. 
B. To engage the safety, slide the button rearward so the letter "S" is visible. 
The safety should always be in the "on" or "safe" position until the time 
you intend to fire. 

C. When you are ready to fire the shotgun, slide the safety button forward 
to the "off safe" position so that the letter "S" is not visible. 


WARNING: Do not rely solely on your gun's safety. Treat every gun as 
if it is loaded and ready to fire. The safety is a mechanical devise and is not 
intended to serve as a substitute for common sense or safe gun handling. 
Always keep the muzzle pointed in a safe direction. 


DANGER: The shotgun will fire when the trigger is pulled when the safety 
button isin the forward of "off" position and the "S" does not show. Always 
keep the muzzle pointed in a safe direction. 


ASSEMBLY 


Make sure there are no shells in the chamber. 

1. Remove all dirt and excess oil from gun, especially from the breech area, 
also barrel interior and ends. 

2. Remove the forearm by pushing the forehand iron catch upwards, this 
allows the nose of the forearm to release. With your other hand and at the 
same time you are pushing the iron catch release upwards, separate the 
forearm from the barrel (Photo 1). 


3. Lightly oil the already cleaned contact points. Attach barrels to action 
by grasping the grip of the stock with your right hand and placing the stock 
under your right arm. With your right thumb move the opening lever to the 
right. Now hold the barrels with the barrel's nose pointing down until the hinge 
the top of the receiver, with the barrel's nose pointing down until the hinge 

notch engages with the hinge pins (Photo 2). 

4. Keeping the hinge pin notch engaged with the hinge pin, lift the nose of 
the barrels until the action closes. Caution: If you attempt to close the gun 
and the barrels bind or don't seem to fit then the hinge pin and notch are 
not engaged. DO NOT FORCE, try again. Release the hinge pinand notch 
and the barrels will be locked in place. 

5. Replace the forearm on the gun by sliding the rear of the forearm into 
the barrel at the same angle by which your removed it. The round rear of 
the forearm should matchthe round front of the receiver. Lift the nose of 
the forearm until it engages with the barrels with an audible" click." If the 

forearm release latch protrudes after the "click," gently push it in place. 
(Photo 3) 


LOADING AND OPERATING YOUR SHOTGUN 


1. Slide the safety, located on the tang of the receiver, toward the butt of the 
gun into the "safe" position (Photo 4). 


2. Break the action open. 

3. Check the barrels for any obstruction, including dirt and excess oil. 
CAUTION: Obstructions can increase barrel pressure sufficiently so that 
the barrel can explode when the gun is fired. This may result in serious 
injury or death to the shooter and others in the vicinity. 

4. Insert the shot shells into the chamber or chambers you plan to fire. 
CAUTION: Make sure the shells are of the proper gauge and chamber 
length for your gun. 

Khan is not responsible for damage to a gun or shooter caused by 
malfunctioning ammunition, new, remanufactured, reloaded, or hand loaded. 
5. Close the action. 

6. The order in which the barrels are fired depends upon the selective trigger. 
7. When contemplating firing your gun, be sure of your target, what is 
behind it, and the location of all persons with you or in your vicinity. Pick 
your target, release the safety by sliding it forward with your thumb and 
squeeze the trigger with your forefinger. 

8. To unload, press the opening lever to the right and open the action. Fired 
shells will be ejected and unfired shells will be elevated above the chamber 
on models with automatic selective ejectors. Models with extractors will 
only elevate both fired and unfired shells above the chamber. 
CAUTION: In case of a misfire, wait at least 30 seconds while keeping the 
gun pointed in a safe direction. Then, carefully open the action away from 
yourself and others. If the primer on the rim is indented, the shell should 
be discarded in a manner that would prevent accidental injury to you and 
others. If there is no indention on the primer or rim, your gun has 
malfunctioned and should be serviced by a qualified gunsmith. If the gun 
is under warranty it must be serviced by an authorized gunsmith to not void 
warranty. 


DISASSEMBLY 


1. Make sure the gun is unloaded and no shells are in the chamber. 

2. Close the action. Place the gun butt on your thigh and remove the forearm 
by pulling the forearm release latch or pressing the forearm release button. 
While pulling the nose of the forearm away from the barrels, slide the 
forearm forward until separated from the barrels. 

3. Separate the barrels from the receiver by holding the stock of the gun in 
your right hand and the barrels in your left. Push the opening lever to the 
right with your thumb. Allow the nose of the barrels to drop and lift the 
barrels upward out of the receiver. 


4. Close the top lever by pressing on the button located in the action 
(Photo 5) 


5. The gun can now be cleaned. The forearm should be reattached to the 
barrels for storage. 

CAUTION: No further disassembly is needed, unless it is done by persons 
qualified in shotgun repair. Improper functioning and damage to the gun 
may result otherwise. 


MAINTENANCE AND CLEANING 
CAUTION: Make sure the gun is UNLOADED. 


1. Make sure the broad, polished finely fitted mating surface of the breech 
block and receiver is especially clean and lightly oiled with high quality gun 
oil. Do not use silicone or lanolin (Do not use WD-40). 


2. Run an oil patch through the bore with a cleaning rod starting from the 
breech end. To prevent leading, use a cleaning solvent and brass brush to 
clean the bore periodically. Follow this cleaning with one or two clean oil 
patches. Important: If your gun is equipped with choke tubes, do not use 
a brass brush to clean the barrels without having a choke tube installed. 

Barrels that utilize choke tubes must also have the choke tubes removed to 
clean and oil the threads inside the barrel and the choke tubes themselves. 
This will protect the threads and prevent dirt build up that can cause tubes 
to become difficult to remove. 


Never fire your gun without choke tubes snuggly tightened in barrels. Do 
not over tighten choke tubes. Wipe all exposed metal surfaces with an oiled 
cloth before storing. Do not squirt or pour oil into the inside mechanism 
because it may hamper proper functioning. After extended periods of heavy 
use, your gun should be taken to a qualified gunsmith to have the action 
disassembled for professional cleaning and lubrication. 
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3. Care for your wood stock and forearm the same way you would a piece 
of furniture with the same finish. 


STORAGE 


Clean thoroughly and oil your gun before storage. Store the gun in a case 
to prevent scratches and dents. Store your firearm in a dry place to prevent 
corrosion. Store the gun away from children and in a place where it cannot 
be obtained by those unauthorized to use it. Always store gun unloaded and 
separately from any ammunition. 


USAGE OF CHOKE TUBES 
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The choke controls how open or tight the pattern of the shot will be. The 
chart below lists the chokes available (from open to tight), and the core 
spending marks that indicate the specific choke. 


Never fire your gun or run cleaning tools through a barrel that uses a choke 
tube without having a choke installed. The threads of the choke tube and 
the internal threads of the barrel should be cleaned after each use and before 
installation of the tube. 


To install a tube, insert the tube into the top of the barrel and tighten with 
your fingers. Once the tube 1s finger tightened, tighten the rest of the way 
with the appropriate choke tube wrench until the tube is snug. DO NOT 
over tighten or forcefully tighten with the wrench. 


IMPORTANT 

USAGE OF STEEL SHOT 

The choke (constriction) in all modern shotguns has been established based 
on the pattern performance of shot shells loaded with lead shot. When using 
steel shot shells, you will notice a different performance in pattern density 
versus the established lead shot pattern, because steel shot is harder and 
lighter than lead shot. 
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You should be aware of the following differences and cautions: 

Never shoot steel shot loads in a full choked barrel or an improved modified 
choked barrel. To do so may cause the barrel to swell or rupture. In general, 
steel shot fired with a modified choke will produce the equivalent of a lead 
full choke pattern. This will be true of all steel shot sized up to and including 
no. 2. The established improved cylinder chokes will produce the equivalent 
of a (lead) modified pattern. 

All steel shot sized larger than no. 2, and including special sized such as F, 

T, etc., should be used only with improved cylinder chokes. These steel shot 
sizes, when used in an improved cylinder choke, will produce equivalent to 
(lead) full choke patterns. The established cylinder choke or bore will produce 
the equivalent of a modified (lead) pattern. 

Additional information concerning the use of steel shot is available from the 
ammunition companies. 


HAZARDOUS MATERIAL WARNING 


Discharging firearms in poorly ventilated areas, cleaning firearms, 
or handling ammunition, may result in exposure to lead and 

other substances known to cause birth defects, reproductive harm, 
and other serious injury. Have adequate ventilation at all times. 
Wash hands thoroughly after exposure. 


COMB ADJUSTMENTS: 


Comb adjustments can be made for both cast on and cast off as well as for drop at comb. 
CAST ON AND CAST OFF ADJUSTMENTS ARE A MATTER OF TRIAL AND ERROR. 
Comb adjustments will require the SILVER Allen Wrench that was provided in the choke 
ube box. 


1.To adjust comb for cast use the SILVER Allen Wrench to remove the comb from the 
stock. Insert the Allen Wrench in the each of the holes and loosen the set screws. 
Approximately three full turns will loosen the set screws enough to remove the comb. 
(see image 6) 


2.Once the comb is removed, continue to use the SILVER Allen Wrench to adjust the 
posts position at the top of each post to obtain the desired cast. Adjust both posts to the 
RIGHT to acquire Cast Off which is desired by Right-handed shooters. Adjust both posts 
to the LEFT to acquire Cast On which is desired by Left-handed shooters. A combination 
of moves might need to be made to obtain the desired position. (see image 7) 


COMB DROP AT COMB ADJUSTMENTS ARE A MATTER OF TRIAL 
AND ERROR. 


1.To adjust for drop at comb continue to use the SILVER Allen Wrench to raise and 
lower the comb from the stock. To decrease the drop at comb, comb must be raised to 
the desired height. Spacers have been provided to assist with adjustments which can be 
found in the choke tube box. The spacers can be used to obtain and maintain the desired 
drop at comb. Place a spacer around each post gradually to obtain the desired drop at comb. 


2.To increase drop at comb, comb must be lowered to desired height. This position may 
or may not require any spacers. Use the spacers provided to obtain the desired position. 


3.When the desired cast and drop at comb have been obtained tighten the two set screws 
in the comb. Do not over tighten. 
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BARREL RIB ADJUSTMENTS: 


Barrel adjustments can be made to obtain the desired overall height and vertical angle of 
the rib. RIB ADJUSTMENTS ARE A MATTER OF TRIAL AND ERROR. Rib adjustments 
will require the BLACK Allen Wrench that was provided in the choke tube box. 


1.To adjust rib for desired positioning use the BLACK Allen Wrench to loosen both set 
screws at the rib pivot point, located at the middle of the rib. Only loosen the set screws 
enough to allow movement, as completely removing the screws could result in the loss of 
parts. Approximately two full turns will loosen the set screws enough for movement. 
(see image 8) 


FAILURE TO LOOSEN BOTH SET SCREWS PRIOR TO ANY FURTHER 
ADJUSTMENTS OF THE RIB MAY RESULT IN LIMITED ABILITY TO 
ADJUST THE RIB VERTICALLY AND/OR ACCIDENTAL BENDING OF 
THE RIB. 


2.To adjust the Point of Impact the front adjustment can be raised or lowered. This will 
allow the POI to be set at the desired position. To adjust the rib use the BLACK Allen 
Wrench and slide it through the hole of the detent spring (see image 9). Once this has 
been done, pull back on the Allen Wrench relieving the tab from its original slot. This 
will allow the tab to be moved up or down to the proper position to obtain the desired 
height. (see image 10) 


3.To adjust the sight picture the rear adjustment can be raised or lowered. This will allow 
the sight picture to be set at the desired position. (Follow the same procedure as the 
adjustment for POD). 


4,.When the desired height and positioning of the rib has been obtained tighten the two 
set screws at the rib pivot point located at the middle of the rib. Do not over tighten. 


DO NOT FIRE THE SHOTGUN WITH LOOSE OR MISSING RIB SET SCREWS 
AS THIS MAY CAUSE SIGNIFICANT DAMAGE TO BOTH THE RIB AND 
SHOTGUN. 


5. If further adjustments are required for the rib, follow the above procedures each 
time the rib is adjusted. 
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SPORTING MODEL 


BOYD BIGOW £8 

yog wueaso4 98 

MaJIS Yd}e7] WUeaJO4 S8 

Uld Mad9g Yyo}e7] WIeaJO4 8 
Uld yo}e] WseaJo4 €8 
Sulids yoje7 Wseaso4 78 
yoye] wieao4 18 

awies4 yoye] WueaJo4 08 
UOJ] WeaJO4 6L 
WwueaJo4 Uapoo/N BL 

PMs aslOd QIY ZL 

pnys 8ulds ulg Suysnipy gly 9L 
(1204) Suds ulg Suysnipy qly SL 
(1804) uld SuNsn[py qly vl 
(uo44) ulg 3ugsnipy qiy eZ 
(4204) Jadweg uogeqin qiy (aa 
(2|PPIW) sadweq uonesgiA gly TL 
(quo14) dadweg uoneiqiA gly OL 
ysis yUoI4 69 

PNAS [PAIMS [e4eg 89 

sn] wuea04 19 

Uld 8uly907 109a/9 99 
Sulds uldg 81907 1009/9 99 
7 8u!y907 1099/9 19 
1UBIY BUIYI07 10}99/9 €9 
Ya] pue 1UBly Ulg Buds 1099/9 79 
Ye7 pue qysly sulids 10}99/3 19 
ye7 opelz 09 

yYslY 10}e/3 6S 

pueg do, 8S 

jee ZS 


NN JUaUIsNIPY 49035 9S Uld Jeas 87 
Jayse\ Maids Juawysn[py 4901S cS sulids weas 1@ 
MAIS d}e|q WOHOg JUaWIsNIpy 42035 vS 4eas 37 97 
MaJIS pNys JUaWYsN [py 4203S €¢ Jeas 1ysly Gz 
pnys yuawysn[py 4903S 7 Uld JUajaqg JayseM Uld Buldds JaWWweH vz 
a1e|q WOYog JUaWsn[py 4903S TS Jayse Uld Sulds sawwey €Z 
Maas 39S uaWAsNIpy 4903S 0s Yye7 pue ysly sulds Jawwey 7 
aye|q JuaWYsN[py 4903S 60 Ye7 pue 1UsIY poy aping Bulids wawweY 1Z 
adald Y2aYD a|qeysnipy 8v Uld JowWweH 02 
PNIS [BALMS 4903S Lt yo] Jowwey 61 

MAJIS Ped |!099Y ov qWsly JawWeH 8T 

Ped [10994 Sv Ye poy 8ul205 i 

JBYSEM 30g 4903S vv qysly poy 3u)y909 oT 

0g 4903S €v Yo7 pue ysly Ulg Suulejay Ul Sully WoYog pue doy ST 

49035 (a Bulds uld 3uLI4 WoRog tT 

Ulg paeng JaBBi) Tv Uld BUI WO}Og €L 

piend sass) Ov Uld Bully dol (as 

Ulg Ayayes 6€ Uld Juajeqg 4227 do) IT 

Suds Ajajes gE Sulds sanaq doy OT 

axe|q JopaIas Ajayes LE dana] dol 6 

do  Ajajes 9¢ 9}e|q 4990/9 8 

woyog Ajayes GSE Uld yO07] JaA97 doy l 

Uld JO0|g 4aysued ve Buds y907] 4897 doy 9 

y90]g Jaysued | €€ 007 4997 dol S 

Uld JUa}ag JaBSI) Ze Uld a}€|q WoYog Janlazay v 
sulds sass) TE d}e|q WO}Yog JaAladay € 

Uld Jad3u 1 0€ Uld @BUIH IYBIY *B Ye Zz 

Jas3iy 672 JaAlavay T 


LSIT LYVd TAGOIN SNILYOdS 


cAo) 


3G OW ONILNNH 


-13 - 


10g wueelo4 
mals Yoye] Wee104 
Ul MAINS Yo}e7] WIeS104 
Uld yoye] Wueel04 
Buds yoye7] wees04 
yoye"] Wueal0 4 
awel{ yoye7] Wueelo4 
uoJ| Weed 4 69 
WUe8J04 UaPOO/\ 
ee oe 
Big juol4 09 
PNIS |BAIMS jauleg 


Ul Buyyooyoyoal3 
Buds ulg Buryoo7 soj0af3 
497 Bury907 Joyal3 
WYBly Burjo07 1}99f3 
yo pue yybly Ul Buuds Jojel3 
yor pue ybry Bulidg sojal3 
497 Joal3 
jyly Joyoal3 


pueg do, 6h 


jauleg 


Ul Jua}aq Jeyse/y\ Ul Buds sewwe}y 
Jaysey ulg Buds Jewwey 


PMS [@AIMGY90}S | ly | 
a WPT pay wong Bunds au 
JOSE 110g YO0}S | oh | 497 puy yUBry aping Buuds sewwey 
Ulg pend 10664) ge 
| plengebGut =| b Me peaBIS Lb 
| dees |e wd Poy Bupo09 3 
r_ budghaes + ee | yo] pue yBly ul Buurejoy ulq Huy woyogpuedo, | ¢ 
Buds ulq Buul4 woyog v 

aleld Joj09|aS Ajajes Ea ; 
| oes | a Z 
Pwowahaes | st nds i 
| 
OL 


Uld Ju9}9q49N97 doy 
Uld 4oo|g J8}SUed | | ve | Buudsuene] dol 


| oguaysuel, |e 70n57 00] 6 


Uld Jus}oque6bi) te a}e|qJayoolg 8 


Buudgie6bu a Uld 4007] 687 doy 
| buy |e Buudg y007 JeA@7 doy 
a ee 007 J0n87 doy 
| dag Uid aleid Wonoglanle0ey 
a sd Ur 
ee) ee Uid @6uH Woy 8 v7 


LSI LYVd TAGOW SNILNAH 


-14- 


SERVICE AGREEMENT AND LIMITED WARRANTY 


Khan agrees to service its products free of charge for defects in materials 
and workmanship in accordance with the service agreement listed below. 
The obligation of Khan under this agreement is limited to the repair or 
replacement of unserviceable parts and does not cover any incidental or 
consequential damages. Other than the express warranty contained herein, 
Khan makes no warranties, expressed or implied. 


Khan will repair or replace any unserviceable part(s) for (1) year from date 
of purchase and further will supply free parts (Wood not included) for an 
additional two (2) years in accordance with the above warranty statement 
provided your firearm had not been altered, abused, willfully damaged, or 
damaged by overpressure ammunition. This agreement is not transferable; 
its benefits apply only to the original purchaser. 


SHIPPING 


When returning your firearm for service, please take care in packing. 
Disassemble your gun wrap in a safe manner and place it in its original box. 
(THIS BOX WILL PROTECT THE GUN BUT IS NOT DESIGNED FOR 
SHIPPING). Wrap box in a cardboard box approved for interstate shipping. 
Khan is not responsible for damage incurred during shipping. 
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Kayhan Av Tufekleri San. Ve Dis Tic. Ltd. Sti. 
Yeni Sahra Mah. Necla Sk. No:22 Atasehir / istanbul 
Tel: +90 216 632 75 55 Fax : +90 216 632 74 44 
www.khanarms.com 


